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NOTES:
LDIMENSIONS SHALL BE INTERPRETED PER AEME Y14.5-2009

2ELECTRICAL CHARACTERISTICS:
2-LCONTACT CURRENT RATING:3A
e—2L0w LEVEL CONTACT RESISTANCE:
40mOnhms MAX.FOR VBUS,GND AND OTHER CONTACT.
o0mOhms MAXAFTER ENVIRONMENT TEST.
3MECHANICAL CHARACTERISTICS:
3-1.DURABILITY:10000 CYCLES.
3-2 INSERTING SN-20N MAX
3-3EXTRACTION 8&-20N
3-40PERATING TEMPERATURE:=35°C TO+85°C
4MEET USB TYPE C STANDARD SPECIFICATION.

O.PLEASE CONTACT SALES REPRESENTATIVE TO VERIFY PRODUCT DETAILS.

REV.| ECN NO OR DESCRIPTION REVISED| DATE
\/ PROPOSE ONLY

@ TERMINAL 24 COPPER ALLOY GOLD PLATING 1U

(5 HOUSING 1 THERMAL PLASTIC

(4 |SPRING 2 SUS

(3 |sPRING 1 NIN

® | M 2 SUS

(1) |sHELL 1 £2680 NI PLATING

NO. PART NAME RTY DESCRIPTION NOTE

UNLESS OTHERWISE

SPECIFED TOLERANCES @ Bossconn

DECIMALS: ANGLES:  [TITLE

X 205 X x2*  |DWN PART NO. USB-3.1-Type-c-01

XX 020 XX T eHKD SCALENL UNITI @ =1

XXX 2010 APVD SIZE: A3 SHEETHOF 1 REV: Al

CUSTOMER COPY




